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  CG-022 - Air cylinder sensor

   Spare Part Number: CG-022
Net Weight: 0.00kg
Net Dimensions: 0.00cm x 0.00cm x 0.00cm
Technical Datasheet:  Protected Link

Description

CG-022 Air cylinder sensor

 

Magnetic proximity switch used to define the position of the piston in an air cylinder.
When the internal contact is actuated by a magnetic field, the sensors complete an
electrical circuit and provide an output signal to actuate directly a solenoid valve or a
PLC. A LED shows when the internal magnetic contact is closed.

 

 

CST-220N-5

 

Equipment Ref
 

--------

CLASSIC 3P Ref. JS1

https://library.vianord.com/index.php/tds/cg-022-tds


 

EVO 3 ELF Ref. S1, S2

EVO 3 EDLF Ref. S1, S2

 

Easy to Plate EVO 3 IPD Ref. 

Easy to Plate EVO 3 IPI Ref. 

 

Easy to Plate EVO 4 IPD Ref. 

Easy to Plate EVO 4 IPI Ref. 

 

Easy to Plate EVO 5 IPD Ref. 

Easy to Plate EVO 5 IPI Ref. 

Easy to Plate EVO 5 BPD Ref. 

Easy to Plate EVO 5 BPI Ref. 

 

610 Ref S4, S5

620 Ref JS1, JS2, JS3, JS4, 

621 Ref JS1, JS2, JS3, JS4, 

830 Ref JS1, JS2, JS3, JS4, JS6, JS7, JS8, JS9, JS10, JS11, JS12, JS13, JS14, JS15,
JS16, JS17 

 



810 Ref. JS1, JS3, JS6

810 Ref. JS1, JS3, JS6

Catalogues/Families
Suitable for the following equipment models:
CLASSIC 3 P
CLASSIC 4 P
EASY TO PLATE EVO 3
IPD
EASY TO PLATE EVO 3
IPI
EASY TO PLATE EVO 4
BPD
EASY TO PLATE EVO 4
BPI
EASY TO PLATE EVO 4
IPD
EASY TO PLATE EVO 4
IPI
EASY TO PLATE EVO 5
BPD
EASY TO PLATE EVO 5
BPI
EASY TO PLATE EVO 5
IPD
EASY TO PLATE EVO 5
IPI
EVO 3 IP
EVO 4 BP
EVO 4 E
EVO 4 EDLF
EVO 4 ELF
EVO 4 IP
EVO 5 BP
EVO 5 E
EVO 5 ELF
EVO 5 IP
Spare Part Type
Electrical Component
Pneumatic Component



Spare Part Group
Sensor
Stock Type
Standard Stock
Product Gallery

Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org

